( A
APPLY WEATHERBOND WHITE LAP SEALANT AT TAPE
OVERLAPS AS SHOWN
WB PRO TPO .
MEMBRANE MIN. 1° TAPE OVERLAP
WB WHITE 3” (150 mm) WIDE 2" MIN. w\\\v
P&S SEAM TAPE
« I\\\\
WB 2 3/8" SEAM (
FASTENING PLATE
FASTEN MAX. 12”7 (300 mm) . P&S SEAM TAPE
0.C. (SEE NOTES) oo
INSULATION NOTES:
(BY OTHERS)
1. REFER TO SPECIFICATION FOR ACCEPTABLE WB HPWX FASTENER
AND FASTENER DENSITY.
e e— N S S e—
_ 2. PRIOR TO INSTALLATION OF SPLICE TAPE, APPLY TPO PRIMER TO
77777777777771777777 SPLICE AREAS.
3. P&S SEAM TAPE IS TO BE OVERLAPPED A MINIMUM OF 1” (25
°© _ < o mm) AT THE ENDS OF EACH CUT PIECE. APPLY WHITE LAP
- o ° SEALANT AT TAPE OVERLAPS AS SHOWN ABOVE.
0 : ~ 5 4. AT FIELD SPLICE INTERSECTIONS, APPLY A T—JOINT COVER OR A
o o . o B o 6” (150 mm) WIDE SECTION OF PEEL & STICK UNCURED EPDM
o © © FLASHING. REFER TO DETAIL WFMA—2.3 FOR APPLICABLE
OVERLAY REQUIREMENTS.
_1/o7 | 1/8” (3 mm) MIN.
1=/ 1/2" Ma mm) MAX.
MIN.
(40 mm)
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MEMBRANE ATTACHMENT AT TAPE SPLICE prm—
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